


VIRAJ 28CCD-35

Long Range PTZ Surveillance System
COOLED DETECTOR

Description of the system

The VIRAJ 28CCD series is a multi-sensor PTZ surveillance systems is one of our
unique creations under MAKE IN INDIA. It is specially designed for the key areas
Viz

- Airports,
- Military strategic locations
- Chemical industries
- Border and coastal defenses.
The offered system is complete with
- High-definition visible light camera,
- Cooled thermal imager
- Pan/ Tilt
- IP67 complaint
The system can be further upscaled by adapting
- Laser range finder,
- Digital Compass
- Automatic tracking
- Ai based intelligence system enabling positioning, tracking,
identification and tracking of target

Salient Features

- Sturdy Housing IP67 compliant

- Azimuth rotation range 0°to 360°with a pitch rotation range -90°to +90°with no
dead angle detection and full-dimensional coverage

- Swift turning speeds upto 60°/s and acceleration of 120°/s, which plays a pivotal
role in capturing and tracking fast moving targets;

- Guarantees Accuracies using precision angle encoder and highprecision
closed-loop servo control system

- Positioning accuracies of 0.01°,

- High Performance image processing unit with high-precision focus control
mechanism to achieve precise automatic focusing

- Excellent tracking performance with tracking accuracies £0.5mrad, to ensure
stable tracking of the target during fast flight and directional change

- Al intelligence based in house developed software enhancing additional functions
viz hot Intrusion alarm, Cross-border intrusion alarm, Target tracking,
long-distance small target recognition, Radar integration etc



Technical specifications

Model VIRAJ 28 CCD-35

Detection (DAY)
Recognition
identification

Night detection
Recognitioin
|dentification

Thermalsensor

18-435mm
Thermal lens

FOV 126° Horizontal

Image process

1/1.8" CMOS

4 megapixels, 2560 X 1440
Visible camera sensor

H.264/MPEG4/MIPEG

12.5 -750 mm
Visible camera lens

Included to cover a range of 20km NATO

Rotation

1.Pan speed: 0.01°~60°/s ; Tilt speed: 0.01°~60°/s

2. Acceleration: 100°/s2 Pan; 100°/s2 Tilt

4. Speed adaptive: with intelligent sensing shifting function, support lens focal length speed
adaptive function

5. Speed mode: The highest speed mode can be set

6. Drive mode: direct drive with high torque rare earth permanent magnet synchronous motor,
high speed start and stop, smooth and smooth tracking with rad

PT position

1. Preset: no less than 255

2. Path scanning: support preset point cruise, day and night cruise, line sweep, apple skin scan,
scan speed can be set

3. Watch function: support watch preset point \ line sweep \ cruise \ apple skin

Patrol and Scan

Data Feedback

Motorized Auto

Thermal Sensitivity




Image Display

Cooler Life Time

Track Module

Features

Protocol

Power supply

Environmental
Indicators

10000 hours MTBF

1. Heating defrost: oriented industrial window defroster, automatic heating temperature control

2. Power failure memory:support, can restore power offstate

3. Motor protection: PT blocking protection, high reliability

4. Fault detection:support power-on self-test,status query and fault code feedback

5. Upgrade maintenance: remote restart, remote upgrade function, convenientsystem maintenance

AC90V~305V to DC48V Turntable rotation power can be controlled in 120W Maximum power
consumption 180W

Integration of System For Reference
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